
SU3500 

 Optimized imaging especially at  

   low beam energies to provide  

   more surface structure information: 

   - consistently high beam currents,  

   - live image enhancement,  

   - fast auto-functions (ABC, AFC, AST) 
 

 Variable chamber pressure up to  

   650Pa as standard without need to  

   change any differential aperture 
 

 Powerful BSE detector with 5 segments,  

   providing Compo / Topo / 3D information  

   in high and low vacuum modes 
 

 High response & efficiency 

   optical SE detector for all aspects of  

   low-vacuum observations: „UVD“ (Option) 
 

 Live stereoscopic 3D imaging by  

   fast beam tilting during scanning 
 

 New scanning strategies  
   for reduction of charging artefacts 
 

 TMP evacuation as standard  
 

 Analytical specimen chamber for  

    attachment of EDX, WDX, EBSD, µXRF,  

    CL, cryo, etc 
 

 For samples up to 200mm diameter and  

    80mm height 

 

High quality results on any sample in  

shortest time! 

Universal High-Definition VP-SEM 

Sample : Titanium Oxide Particle 

Vacc:3kV, Magn.: 15,000x 

Sample : Helicobacter pylori 

Vacc: 2kV, Magn.: 17,000x 

Sample : Gold-Isocyanide Complex 

Vacc: 0.8kV,  Magn.: 2,100x 

Fractured GFK 

Rat intestine (replica)   


